
R
-4

5T
Speed, durability and ease of use separate the HIX Digital R2R from all other roll label transfer presses. Designed 
specifi cally for high production application of tagless care labels with transfer times quick as one second on a vari-
ety of fabrics. Short web paths, tool-less web guides and quick release lower platens decrease change-over times 
and eliminate excessive waste. User friendly machine controls, and a multi color index reader ensure precise label 
placement. The HIX R2R easy load system requires no tools, sensor adjustment is simple and capable of reading 
either side of the transfer roll. The reader is programmable to detect virtually all colors in the spectrum in one quick 
step. Digital controls guarantee precise heat and time control, the core-less take up reel makes discarding spent 
roll stock quick and easy with no need for tape or spare cores. When your application requires the use of a shaped 
die the quick change over lower pad eliminates the handling of hot castings. The HIX R2R is the perfect solution for 
your tagless applications.

Overview

Tagless Care Label Printer

TAGLESS CARE LABEL PRINTER

digital touchscreen controls

adjustable air control

auto/manual jog switch

emergency stop

core-less take up reel

tool-less web adjustment

tool-less interchangeable lower platen

optical two-handed control switches

161/2”

1611/32”



VISIT: www.hixcorp.com or PHONE: 800.835.0606
HIX Corporation | 1201 E. 27th Terrace | Pittsburg, KS 66762
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TAGLESS CARE LABEL PRINTER

 ● 4” x 4” Standard Lower Platen

 ● Digital touchscreen control panel

 ● Quick release locking hub

 ● Over/Under multi-color index reader

 ● Optical two-hand Control Switches

 ● Interchangeable lower platen

 ● Air control

 ● Core-less take up reel

 ● Emergency stop

 ● Manual/Auto selection

 ● Jog button

 ● Lighted power button

 ● Custom platens available

Key Features:

Heat platen size 4” x 5”
Lower platen size 4” x 4”
Effective transfer size 3 ¾” x 3 ¾”
Max label roll size 8” O.D.
Max label width 4”
Air Requirements 4 cfm

Electrical 120 Volt 5 Amps/ 600 Watts
Electrical 220 Volt 3 Amps/ 600 Watts
Press dimensions 33”W x 16”D x 26”H
Press weight 138 lbs
Shipping dimensions 40”W x 48”D x 35”H
Shipping weight 245 lbs

Specifi cations
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